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(3) Every commercial motor vehicle
which, in accordance with the regula-
tions of the Department of Transpor-
tation, is required to be marked or
placarded with one of the following
classifications:

(i) Division 1.1

(ii) Division 1.2, or Division 1.3

(iii) Division 2.3 Poison gas

(iv) Division 4.3

(v) Class 7

(vi) Class 3 Flammable

(vii) Division 5.1

(viii) Division 2.2

(ix) Division 2.3 Chlorine

(x) Division 6.1 Poison

(xi) Division 2.2 Oxygen

(xii) Division 2.1

(xiii) Class 3 Combustible liquid

(xiv) Division 4.1

(xv) Division 5.1

(xvi) Division 5.2

(xvii) Class 8

(xviii) Division 1.4

(4) Every cargo tank motor vehicle,
whether loaded or empty, used for the
transportation of any hazardous mate-
rial as defined in the Hazardous Mate-
rials Regulations of the Department of
Transportation, Parts 107 through 180
of this title.

(5) Every cargo tank motor vehicle
transporting a commodity which at the
time of loading has a temperature
above its flashpoint as determined by
§173.120 of this title.

(6) Every cargo tank motor vehicle,
whether loaded or empty, transporting
any commodity under exemption in ac-
cordance with the provisions of subpart
B of part 107 of this title.

(b) A stop need not be made at:

(1) A streetcar crossing, or railroad
tracks used exclusively for industrial
switching purposes, within a business
district, as defined in §390.5 of this
chapter.

(2) A railroad grade crossing when a
police officer or crossing flagman di-
rects traffic to proceed,

(3) A railroad grade crossing con-
trolled by a functioning highway traf-
fic signal transmitting a green indica-
tion which, under local law, permits
the commercial motor vehicle to pro-
ceed across the railroad tracks without
slowing or stopping.

(4) An abandoned railroad grade
crossing which is marked with a sign

§392.14

indicating that the rail line is aban-
doned,

(5) An industrial or spur line railroad
grade crossing marked with a sign
reading ‘‘Exempt.” Such ‘“Exempt”
signs shall be erected only by or with
the consent of the appropriate State or
local authority.

(Sec. 12, 80 Stat. 931; 49 U.S.C. 1651 note; 49
U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60)

[33 FR 19732, Dec. 25, 1968, as amended at 35
FR 7801, May 21, 1970; 38 FR 1589, Jan. 16,
1973; 40 FR 44555, Sept. 29, 1975; 45 FR 46424,
July 10, 1980; 47 FR 47837, Oct. 28, 1982; 59 FR
63924, Dec. 12, 1994; 60 FR 38746, 38747, July 28,
1995]

§392.11 Railroad grade
slowing down required.

Every commercial motor vehicle
other than those listed in §392.10 shall,
upon approaching a railroad grade
crossing, be driven at a rate of speed
which will permit said commercial
motor vehicle to be stopped before
reaching the nearest rail of such cross-
ing and shall not be driven upon or
over such crossing until due caution
has been taken to ascertain that the
course is clear.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

crossings;

§§392.12-392.13 [Reserved]

§392.14 Hazardous
treme caution.

conditions; ex-

Extreme caution in the operation of
a commercial motor vehicle shall be
exercised when hazardous conditions,
such as those caused by snow, ice,
sleet, fog, mist, rain, dust, or smoke,
adversely affect visibility or traction.
Speed shall be reduced when such con-
ditions exist. If conditions become suf-
ficiently dangerous, the operation of
the commercial motor vehicle shall be
discontinued and shall not be resumed
until the commercial motor vehicle
can be safely operated. Whenever com-
pliance with the foregoing provisions of
this rule increases hazard to pas-
sengers, the commercial motor vehicle
may be operated to the nearest point
at which the safety of passengers is as-
sured.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]
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